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screws disposed on some of said posts and arranged to 
take the circuit wires and a plate for making contact be- 
tween the last mentioned posts, and means for moving 
said plate into contact with said latter posts. 

2. A switch comprising a body consisting of mating 
sections provided with recesses, dowels disposed frictionally 
in sald recesses and adapted to hold the sections to- 
gether, binding posts mounted on sundry of said dowels 
and arranged for the attachment of the circuit wires 
thereto, a plate secured to one of sald posts and arranged 
for making contact between the posts, and a push rod 
movable in said sections and arranged to push said plate 
in a direction to make contact between the posts. 

3. A pendant switch comprising a body proper, con- 
sisting of a plurality of sections, said sections having a 
plurality of recesses therein, a plurality of posts, said 
posts being disposed in recesses in adjacent sections 80 as 
to hold said sections frictionally together, means disposed 
on some of said posts for electrically connecting circuit 
wires thereto, a member connected to one of said last 
mentioned posts, and means for moving said member into 
contact with another of the last mentioned posts. 

4. A switch comprising a body proper having a plu- 
rality of symmetrical sections, said sections being pro- 
vided with a plurality of recesses therein, a plurality of 
posts disposed in the recesses of adjacent sections so 
that the same will be held frictionally together, means for 
securing circuit wires to sald posts, and means for electri- 
cally connecting said posts together. 

5. A switch comprising a body proper having a plurality 
of sections, said sections being provided with a plurality 
of recesses therein, a plurality of posts disposed in the 
recesses of adjacent sections, binding screws disposed on a 
pair of sald posts and arranged to secure circuit wires 
thereto, and a member for making electrical contact with 
the last mentioned posts, and means for causing said mem- 
ber to make contact with the last mentioned posts. 

[Claim 6 not printed in the Gazette. ] 
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1. In a device of the character described, a head por- 
tion provided with a stationary top, said top having a 
shelf hinged thereto and releasable means for supporting 
said shelf. and a foot portion, also supplied with a sta- 
tionary top, and having a movable slide adapted to form 
an extension to said top. 

2. In a device of the character described, a head por- 
tion provided with a stationary top, said top having a 
shelf hinged thereto, and releasable means for supporting 
said shelf, said means comprising a toggle having its 
outer extremities hinged respectively to said shelf and 
the base of snid head portion, and a releasable lock for 
said toggle, and a foot portion, also supplied with a 
stationary top, and having a movable slide adapted to 
form an extension to said top. 

3. In a device of the character described, a head por- 
tion provided with a stationary top, said top having a 
shelf hinged thereto, and releasable means for supporting 
said shelf, said means comprising a toggle having its 
outer extremities hinged respectively to said shelf and 
the base of said head portion, and a releasable lock for 
said toggle; a foot portion, also supplied with a sta- 
tionary top, and having a movable slide adapted to form 
an extension to said top, and means for operating said 
slide. 

4. In a device of the character described, a head por- 
tion provided with a stationary top, said top having a 
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shelf hinged thereto, and releasable means for support- 
ing said shelf, said means comprising a toggle having its 
outer extremities hinged respectively to said shelf and 
the base of said head portion, and a bar hinged at one 
extremity to said toggle, said bar being provided near the 
other extremity with a notch adapted to engage with a 
partition in said head member so as to lock said toggle; 
a foot portion, also supplied with a stationary top, and 
having a movable slide adapted to form an extension to 
said top, and means for operating said slide. 

5. In a device of the character described, a head por- 
tion provided with a stationary top, said top having a 
shelf hinged thereto, and releasable means for supporting 
said shelf, said means comprising a toggle having its 
outer extremities hinged respectively to said shelf and 
the base of said head portion, and having a bar hinged 
at one extremity to said toggle, said bar being provided 
near the other extremity with a notch adapted to engage 
with a partition in said head member so as to lock said 
toggle; a foot portion, also supplied with a statfonary 
top, and having a movable slide adapted to form an ex- 
tension to said top; means for operating sald slide, and 
a base for said table, said base being divided into two 
parts connected by hinges. 

{Claims 6 to 8 not printed in the Gazette. ] 
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An ink stand comprising a base having a cylindrical 
reservoir provided upon the center of its bottom with an 
upstanding hump, a float located in the reservoir having 
converging side walls and having at its center a throat 
with converging side walls located vertically above the 
hump, the smaller end of said throat being at the bottom 
of the float, said float having a flat bottom and a con- 
caved top, said float being of greatest diameter at its top 
and the edge of the concavity in the top terminating at 
the greatest diameter of the float. 
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1. A tripping device for circuit interrupters compris- 
ing a stationary magnetizable core, a winding therefor, a 
codperating movable armature, an operating lever, a latch 
to restrain said lever and adapted to be released by said 
armature, and a power spring disposed between said latch 
and said operating lever for maintaining said members in 


